
 

 

DuoCryl Expert 
Technical data sheet 

 
Characteristics: Universal 2K-PUR paint with optimum sandability, perfect flow and very good lightfastness.  

The use of selected UV filters makes this paint suitable for coating light-sensitive or stained 
woods as well as pigmented paints.  

 A perfect result can only be achieved by carrying out the following instructions. 
 
Area of application:  for a resistant finish on woods used for furniture and in the contract sector.   
 
Substrates:  dry, clean, resin-free wood, and in case of stained woods, perfectly dry and clean surfaces. 

The substrate must be solid.  
 
Hardener:  DuoCryl Härter 
 
Mixing ratio:  10 parts lacquer : 1 part hardener by weight or by volume  
 
Pot life: maximum 24 hours at 20°C/65% relative air humidity. 
 Exceeding the pot life may cause surface defects. 
 Attention: Higher material and ambient temperatures reduce the pot life. 
 
Application:  DuoCryl Expert is applied by spraying (air, Airless, Airmix). 
  
 Mode of application: 

 
Spray pressure: 
Air pressure:  
Nozzle size: 
Application viscosity: 

Airless 
 

100 - 150 bar 
---- 

0.23 - 0.28 mm 
approx. 30 s/4mm 

Airmix 
 

60 - 100 bar 
1.0 - 1.5 bar 

0.23 - 0.28 mm 
approx. 30 s/4mm 

Gravity spray gun 
 

---- 
2.5 - 3.5 bar 
1.5 - 1.8 mm 

approx. 30 s/4mm 
     
 Depending on the spray gun in use, deviations concerning spray pressure, air pressure and 

nozzle size can occur. The temperature for application should not fall below + 18°C. This al-
so applies to the substrate.  

 Not suitable for rolling and brushing. For application with curtain coater, the viscosity of the 
product needs to be adjusted. 

 
Dilution:   DuoCryl Expert mixed with hardener DuoCryl Härter is a sprayable compound. Depending 

on the application process and if necessary, use DD-Verdünnung Nr. 20 to thin the product. 
To retard the drying use DD-Verdünnung Nr. 25 (max. 5%).  

 
Spreading rate:  applied quantity: approx. 100-130 ml/m² and application 
 approx. 7-10 m²/l per layer depending on the absorbtivity oft he wood and the application 

technique. 
 
Drying time:  depending on the application technique and the applied quantity at ambient temperature 

(20°C/65% relative air humidity):   
 - set to touch after 60 minutes 
 - sandable and recoatable after approx. 2 hours 
 
 

 
 

Please turn over! 
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Priming and coating: DuoCryl Expert can be used as primer as well as topcoat. In order to obtain higher stress 
 resistance, apply a third coat of DuoCryl Expert after intermediate sanding. 
 
Cleaning of tools: Waschlöser Nr. 52 and PUG Pinsel- u. Gerätereiniger 
 
Storage:  DuoCryl Expert can be stored for at least 3 years in unopened original container and the 
 hardener for at least 2 years.  
 
Notes: Even if the surfaces treated with DuoCryl Expert are dry and stackable after a short time, 
 the required chemical and mechanical resistance is only achieved after a drying time of 5 - 7 
 days (20°C/ 65% relative air humidity). 
 
 Tested according to: 
 DIN 4102-1 (test to determine the fire behaviour to prove the classification B1): Difficult to 
 ignite on chipboards – even with veneer – with fire behaviour DIN 4102-B1 (in combination 
 with DuoCryl Härter).                                                                    
 DIN 68861-1 (behaviour at chemical influence): stress group 1B 
 DIN EN 71-3 safety of toys (migration of certain elements) 
 DIN 53160-1/-2: salvia and sweat resistance 
 ISEGA certificate 56702 U 22: Harmless as a coating for surfaces in direct contact with 
 foodstuffs that are exclusively dry and non-greasy (in accordance with LFGB para. 30/31 
 and EC No. 1935/2004). 
 
Please consider: The product and the recommendations in this technical data sheet correspond to today’s 
 state of the art. Our oral and written application recommendations, that are based on years 
 of experience and provided to the best of knowledge, are non-committal and do not estab-
 lish a contractual relationship and secondary obligation of the sales contract. They do not 
 release the user from his obligation to verify on his own responsibility the existing substrate 
 and the suitability of our products for the intended purpose. In case of doubt, suitability and 
 spreading rate are to be tested by creating a sample. If our products are combined or inter
 mixed with third-party products, we cannot guarantee a perfect surface finish. Our general 
 terms and conditions apply. 
 
 This technical data sheet replaces all previous versions.  
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