
 

 

 

NaturExpert Holzentgrauer  
Technical Information 

 
Characteristics:  Thixotropic degreying agent based on oxalic acid. NaturExpert Holzentgrauer penetrates 

deep into the pores of the substrate, removes dirt in the depth and restores the original col-
our of the wood. Intact coatings will not be damaged or removed. It can be used also on 
stone or concrete. Odourless and completely biodegradable.  

 No self-ignition! 
 A perfect result can only be achieved by carrying out the following instructions. 
 
Area of application: To clean, degray and brighten greyed woods in exterior use (e.g. garden furniture, terraces, 

facades, windows or doors). NaturExpert Holzentgrauer  can also be used for decks of 
ship and does not damage seals and glue joints.  

 
Substrates: All kind of wood, concrete, (natural) stone. 
 Remove coarse dirt, weathered coatings and old stains. Mask adjacent areas that have not 

to be cleaned. Moisten absorptive substrate with water before applying NaturExpert 
Holzentgrauer . 

 

 Attention: Metal parts and glossy paints can become matt, when NaturExpert Holz-
entgrauer  has dried. Mask or wash away immediately.  

 
Processing:  By sponge, paintbrush, skin roller or spraying.  
 Apply NaturExpert Holzentgrauer  generously and uniformly and allow a reaction time of 

10-20 minutes. Make sure to keep the surface moist (e.g. by means of water). Then wash 
off with plenty of water and mechanical support (brush or high-pressure cleaner, do not use 
a steel brush!). In case of very discoloured areas, just repeat the procedure. If necessary, 
remove fibre rise by sanding with fine grid before reapplication.  

 The application temperature should be between 5 and 25°C and avoid exposure to direct 
sunlight.  

 
Dilution:   Ready for use. 
 If NaturExpert Holzentgrauer  is used just for cleaning purposes, it can be thinned with up 

to 1 : 5 with water.  
 
Spreading rate:  Applied quantity: 100-200 g/m2. 
 5-10 m2/l per application depending on the greying level.  
 Cleaning: depending on the dilution ratio 5-20 m2/l per application. 
 
Drying time:   Let the substrate dry for at least 2 days before applying oils (e.g. NaturExpert Terrasse-

nöl ), glazes or varnishes.  
 
Cleaning of tools:   To clean tools use water and soap.  
 
Storage:  For 2 years in closed original containers. Store in dry, cool and frost-free places.  
 
Special remarks:  Before each use, homogenize NaturExpert Holzentgrauer  by shaking. 
 Important: Because of the oxalic acid, NaturExpert Holzentgrauer  gives an acid reaction 

and must therefore be kept out of the reach of children. In case of contact with eyes or skin, 
wash immediately with water. Wear appropriate protective clothing, protective hand gloves 
and safety glasses/ face protection.  

 
 

Please turn over! 



 

 

 

NaturExpert Holzentgrauer  
Technical Information 

 
Please consider:  The product and the recommendations in this technical data sheet correspond to today’s 

state of the art. Our oral and written application recommendations, that are based on years 
of experience and provided to the best of knowledge, are non-committal and do not estab-
lish a contractual relationship and secondary obligation of the sales contract. They do not re-
lease the user from his obligation to verify on his own responsibility the existing substrate 
and the suitability of our products for the intended purpose. In case of doubt, suitability and 
spreading rate are to be tested by creating a sample. If our products are combined or inter-
mixed with third-party products, we cannot guarantee a perfect surface finish.  

 Our general terms and conditions apply. 
 
 This technical data sheet replaces all previous versions. 
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