
 

 

 

NaturExpert H artöl  
Technical Information 

 
Characteristics:  Hard oil combination of low viscosity, based on plant oils, fatty acids, balsamic resin and 

essential oils. NaturExpert Hartöl  preserves the open pores, breathing activity and humidi-
ty control of natural wood. NaturExpert Hartöl  contains no aromatics or biocides and has 
an antistatic effect.  

 No self-ignition! 
 Best results are obtained according to the precision of the application. Please consider the 

recommendations given below. 
 
Area of application: Robust ennoblement of wood in furniture industry. Approved quality for project work.  
 NaturExpert Hartöl  penetrates perfectly in the substrate and as result waterproof, abrasion 

resistant and high mechanically loadable surface will be obtained. 
 Also suitable for cork, natural stone floors and bleached substrates. 
 
Substrates: The surface to be treated must be sound and firm, clean and free of grinding dust, grease, 

resin and other parting agents. Remove first all ancient coats not firm adhering. Sand with 
150-180 grain size, according to the desired effect followed by grain size 320. 

 
Hardener:  NaturExpert Öl-Härter 
 If higher mechanical and chemical resistance is required, 2K application of the NaturExpert 
 Hartöl  is recommended. 
 
Mixing ratio:   10 units Hartöl : 1 unit Öl-Härter  
 
Pot life: Max. 6 hours by 20°C/65% relative air humidity. 

 Attention: A noticeable shortening of the pot life due to higher temperature of the ma-
terial and environment. 

 
Processing:  By spraying, brushing, wiping or rolling. Apply NaturExpert Hartöl 1-2x with saturated 

thickness, depending on substrate absorption capacity. Remove the excess with a Pad. Ex-
cess material after treatment should be completely removed. When the surface is dried it 
may be polished by using a suitable device (for ex. brush or pad). 

 To increase the penetration depth and for acceleration of the drying, NaturExpert Hartöl 
may be heated up to maximal 60°C. 

 
Dilution:   NaturExpert Hartöl  is ready to use and can be diluted with up to 20% NaturExpert 

Ölverdünnung  if necessary. 
 
Spreading Rate:  Applied quantity: 60-80 g/m². 
 10-14 m²/l per layer depending on the absorbency of the wood and the method of applica-

tion. 
 
Colour availability:  colourless, white 
 
Drying:   By 20°C room temperature and max. 65% air relative humidity: 
 - dust dry after approx. 40 minutes 
 - set to touch after approx. 90 minutes 
 - stacking after approx. 3 hours 
 - recoatable after approx. 12 hours 
 - full cure after approx. 24 hours 

Please turn over! 



 

 

 

NaturExpert H artöl  
Technical Information 

 
Primer and topcoat:   NaturExpert Hartöl  
 
Cleaning of tools:   Use NaturExpert Ölverdünnung . 
 
Storage:  2 years if stored in tightly closed original containers. Keep NaturExpert Hartöl in a dry and 

cool place, protected against frost. 
 
Special remarks: Stir up thoroughly NaturExpert Hartöl before each use.  
 Even if the surfaces treated with NaturExpert Hartöl are dry and pilable after short time, 

nevertheless the required chemical and mechanical resistance is first secured after a drying 
time of few days (20°C/65% RH). 

 
  

Tested according to: 
DIN EN 71-3: Safety for children toys (heavy metal migration). 
DIN 53160-1/-2: Resistant to sweat and saliva. 

 
Please consider:  The product and the references in this Product Information correspond to today’s state of 

the art. Our application technology recommendations in word and writing, which we give 
due to our experience after best knowledge, are noncommittal and justify no contractual le-
gal relation and no additional obligation from the sales contract. They do not release the us-
er from his obligation to check the existing underground and the suitability of our products 
for the intended purpose with own responsibility. In case of doubt suitability and quantities 
consumed are to be examined by creating a sample surface. When merging other products 
with our own products or in common processing with foreign manufactured products we 
cannot guarantee a perfect final result of the surface. During the processing of our products 
the contracting regulations for building works and supplies (VOB) is to be considered. Our 
general terms of payment and supply are in force. 

  
 With this technical information all previous lose their validity. 
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