
 

 

NaturExpert Tönkonzentrate 
Technical data sheet 

Characteristics:  Highly concentrated colour concentrates based on renewable raw materials for colour ad-
 justments of solvent-based NaturExpert waxes, oil waxes and oils. Cobalt- and aromatic-
 free. 
 Not self-igniting!  
 A perfect result can only be achieved by carrying out the following instructions. 
 
Application area: NaturExpert Tönkonzentrate are used to tint NaturExpert Hartölen, Hartwachsölen and 
 Hartwachsen. Also suitable for all NaturExpert oils for exterior use (Terrassenöl/ 
 Lärchenöl/ Teaköl). 
 
Colours: Ebony, white, chestnut, walnut, red, yellow, blue. 
 
Mixing ratio: Recommended addition up to 5% 
 Attention: If higher quantities are added, the drying time of the wax/oil wax/oil can be ex-
 tended and the abrasion behaviour can deteriorate. 
 
Application: The addition of NaturExpert Tönkonzentrate should be done by weight, to ensure an exact 
 dosage. If a weight-based addition is not possible, it is also possible to carry out a volumetric 
 measurement with pipette or measuring cup. In order to facilitate a reproduction of the mix-
 ture, the addition should be as exact as possible and should be noted down.  
 Please use only clean tools, as contamination can change the colour shade.  
 Attention: Do not mix too little quantities as this may reduce the dosing accuracy.    
 
Cleaning of tools:  For cleaning tools use NaturExpert Ölverdünnung. 
 
Storage:  NaturExpert Tönkonzentrate can be stored for 2 years in unopened original container. 
 Store in a dry, cool and frost-free place.  
 
Special note:  NaturExpert Tönkonzentrate must be stirred thoroughly before each processing. 
 
Please consider:  The product and the recommendations in this technical data sheet correspond to today’s 
 state of the art. Our oral and written application recommendations, that are based on years 
 of experience and provided to the best of knowledge, are non-committal and do not estab-
 lish a contractual relationship and secondary obligation of the sales contract. They do not 
 release the user from his obligation to verify on his own responsibility the existing substrate 
 and the suitability of our products for the intended purpose. In case of doubt, suitability and 
 spreading rate are to be tested by creating a sample. If our products are combined or inter
 mixed with third-party products, we cannot guarantee a perfect surface finish.  
 Our general terms and conditions apply. 
 
 This technical data sheet replaces all previous versions. 
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